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About these instructions
Thank you for your purchase. SERVO-DRIVE, the electrical motion support system by Julius Blum 
GmbH, is a high-quality product that simplifies everyday kitchen tasks.

To safely enjoy the comfort of SERVO-DRIVE, please note the following:
 ➢  Carefully read the instruction leaflet before use.
 ➢  Please retain the instruction leaflet for the service life of SERVO-DRIVE.
 ➢  Please pass on this instruction leaflet to each subsequent owner or user of SERVO-DRIVE.
 ➢  Instructions are also available on our website. Please search on www.blum.com for 

"SERVO-DRIVE instruction leaflet" and download it as a PDF file.

Validity and target group
This instruction leaflet is intended for all users of SERVO-DRIVE. Assembly, adjustment, initial 
operation, maintenance and removal may only be carried out by qualified personnel according to the 
separate installation instructions.
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Warning signs and danger symbols

WARNING indicates a danger that could lead to death or serious 
injury if not heeded.

NOTE

To identify an appliance intended only for indoor use.

To identify terminals that must not be connected to the mains 
voltage.

Intended use 

SERVO-DRIVE supports the opening and closing of lift systems, the 
opening of drawers and/or refrigerators and freezers or dishwashers, 
and may only be used under the following conditions:
•  In dry, enclosed rooms.
•  In combination with AVENTOS lift systems and/or pull-out systems 

from Julius Blum GmbH within permitted  
technical specifications.

•  In combination with a SERVO-DRIVE transformer.
•  The furniture must be firmly secured to the wall so that it cannot 

topple over. 

Technical data specifications can be found in the Blum sales 
documentation. For more information, please see your distributor. 
Julius Blum GmbH is not liable for any other use.
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Principle
SERVO-DRIVE complies with current safety  
standards. Nevertheless, there will still be certain residual risks if the 
information contained in this instruction leaflet is not observed. Please 
be aware that Julius Blum GmbH is not responsible for incidental or  
consequential damages that may arise due to non-compliance with 
this instruction leaflet.

Safety information
•  The mains plug and the SERVO-DRIVE transformer must be easily 

accessible.
•  Neither the SERVO-DRIVE transformer nor any cabling should come 

into contact with moving parts.
•  This appliance can be used by children aged from 8 years and above 

and persons with reduced physical, sensory or mental capabilities 
or lack of experience and knowledge if they have been given super-
vision or instruction concerning use of the appliance in a safe way 
and understand the hazards involved. Children must not play with the 
appliance. Cleaning and user maintenance must not be carried out 
by children without supervision.

•   The overall length of the cable for SERVO-DRIVE plug-in transform-
ers Z10NA300 and Z10NA40x* must not exceed two metres. 

•  SERVO-DRIVE transformer Z10NE030 must be connected to an out-
let with an earth connection.

•  SERVO-DRIVE transformer Z10NE030 incorporates an earth connec-
tion for functional purposes only.

Safety
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Structural changes and spare parts 

 Structural changes and spare parts not approved by the manufacturer  
have an adverse effect on the safety and functionality of 
SERVO-DRIVE and therefore are not allowed.
•  Only use original spare parts from Julius Blum GmbH
•  SERVO-DRIVE components are the only devices that should be 

connected to the SERVO-DRIVE transformer.
•  Only qualified specialists may install or replace 

SERVO-DRIVE components, modify the position of the 
SERVO-DRIVE transformer or modify the cabling.

•  Please make sure that the Blum distance bumper is attached  
to the front.

To ensure that drawers cannot be activated unintentionally, we rec-
ommended connecting the SERVO-DRIVE transformer to a switched 
outlet.
For more information, please consult an electrician.

NOTE
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Children

 Opening drawers may pose a risk of injury to children!
 ➢  Children should be properly supervised when in the room so that 
they do not play with the lift system.

 ➢  To ensure that SERVO-DRIVE is not triggered unintentionally, the 
switched outlet should be turned off.

WARNING

SERVO-DRIVE transformer safety distance

NOTE
A safety distance of 30 mm must be maintained for air circulation; other-
wise, there is a risk that the SERVO-DRIVE transformer could overheat.
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SERVO-DRIVE transformer safety distance Cabinet care and cleaning

Danger of death from electric shock! 
 
 There is a danger of electric shock if fluids penetrate the 
SERVO-DRIVE transformer.

 ➢  Before cleaning the front, turn off the switched outlet to which the 
SERVO-DRIVE transformer is connected.

 ➢  Before cleaning the SERVO-DRIVE components, unplug the 
SERVO-DRIVE transformer.

 ➢  Make sure that no water or aggressive cleaning materials come 
into contact with the drive unit, the SERVO-DRIVE transformer or 
the SERVO-DRIVE switch while cleaning the cabinet – use a 
moist cloth.

 ➢  Never open a SERVO-DRIVE transformer,  
drive unit or SERVO-DRIVE switch.

 ➢  Any cabling damage should be immediately corrected by a quali-
fied specialist.

 ➢  Do not cover the SERVO-DRIVE transformer with cloths or other 
items – danger of overheating.

 ➢ Examine the appliance frequently for signs of wear or damage. If 
there are such signs or if the appliance has been misused or does 
not work, contact the supplier for further information

WARNING
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SERVO-DRIVE transformers provide power to the drive unit. SERVO-DRIVE transformer function can 
be checked via the operating mode indicator (LED).

SERVO-DRIVE transformers

Operating mode display (LED) 
Serial tag

1

2

 ➢  Improper use may cause SERVO-DRIVE for pull-out systems to wear prematurely!
 ➢  Do not press or pull with force against the movement direction when opening or closing the 

drawer.

NOTE
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Orientation diagram: bottom mount waste bin solutions

Orientation diagram: top mount waste bin solutions

SERVO-DRIVE uno supports the opening of drawers.

SERVO-DRIVE uno for TANDEMBOX

SERVO-DRIVE uno

SERVO-DRIVE unit pre-mounted:
Bracket profile horizontal
Bracket profile adapter
Drive unit
Protection against dripping water
Blum transformer including cable
Blum-Distance bumper

1

2
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SERVO-DRIVE unit pre-mounted:
Attachment bracket
Drive unit
Transport protection
Protection against dripping water
Blum transformer including cable
Assembly device
Blum-Distance bumper
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The following parameters must be observed to ensure the error-free functioning of SERVO-DRIVE:

•  Blum distance bumpers must be attached 
to the front to ensure the required trigge-
ring signal (2 mm) between the pull-out 
unit and the cabinet.

•  No items can be clamped between the 
pull-out unit and the cabinet back and/or 
SERVO-DRIVE.

Electrical motion support system

When the front and/or handle of the drawer 
(A) is pulled or pressed, the eject lever 
of the drive unit (B) swivels forward and 
opens the drawer a short distance.

The electrical opening support function 
is only triggered by a brief touch or pull. 
Leaning on the drawer, for example, will not 
open it.

Leaning protection
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Simplified EU declaration of conformity

Julius Blum GmbH hereby declares that all electrical and electronic article types of 
Julius Blum GmbH conform to Directive 2011/65/EU. 
Julius Blum GmbH hereby declares that the machine types Z10A3000 and Z10C5000 
conform to the Directive 2006/42/EC and Directive 2014/30/EU. 
Julius Blum GmbH hereby declares that the machine types 23.A001, 23KA001, 21FA001, 21LA001, 
21SA001 and 21KA001 conform to the Directive 2006/42/EC and Directive 2014/53/EU. 
Julius Blum GmbH hereby declares that the radio equipment types 23P5020 and Z10C5007 
conform to the Directive 2014/53/EU. 
Julius Blum GmbH hereby declares that the electrical and electronic article types Z10ZE000 and 
Z10ZC000 conform to the Directive 2014/30/EU. 
Julius Blum GmbH hereby declares that the Blum transformer types Z10NA300, Z10NA40x*, 
Z10NE030 and Z10NE040 conform to the directive 2014/35/EU and Directive 2014/30/EU. 

The complete text of the EU declaration of conformity is available at the following Internet address: 
www.blum.com/compliance

Problems

Detailed information on the Machine Directive
www.blum.com/sd/guideline

www.blum.com/sd/troubleshooting
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Electrical and electronic appliances must not be disposed of with household waste at the end of their 
service life. Ask your local authority for information on how to proceed. Blum electrical and electronic 
appliances meet the requirements of the WEEE Directive  
2012/19/EU. Electrical and electronic appliances are collected separately, which enables old appli-
ances to be reused or recycled, and their materials to be reused. This is intended to prevent any haz-
ardous materials that may be contained in the appliances from damaging the environment and health 
during disposal. In most cases, the entire appliance does not need to be disposed of according to the 
WEEE guidelines, but only the part that is equipped with electrical components. Please refer to the 
disassembly instructions for information on this. There are free collection points for returning electrical 
and electronic appliances in your area. You will find further information on this under the following link: 
www.blum.com/recycling

Batteries must not be disposed of with household waste at the end of their service life. Ask your local 
authority for information on how to proceed. Batteries used at Blum meet the requirements of the 
Battery Directive 2006/66/EC. Batteries are collected separately, which enables the batteries or their 
materials to be recycled. This is intended to prevent any hazardous materials that may be contained in 
the appliances from damaging the environment and health during disposal. Please refer to the disas-
sembly instructions for information on removing batteries. There are free collection points for returning 
batteries in your area. Please avoid shorting the contact surfaces when disposing of batteries. 
You will find further information on this under the following link: www.blum.com/recycling

Disposing of electrical and electronic appliances

Disposing of batteries
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SERVO-DRIVE plug-in transformer Z10NA300

Technical data
The appliances must only be used in dry, closed rooms. All SERVO-DRIVE appliances are of protec-
tion class III and must only be supplied with safety extra-low voltage (SELV). They are only to be used 
with the transformers provided by Blum.

Input voltage:  ...............................................................................................  100–240 V AC / 50–60 Hz
Input current:  ................................................................................................................................. 0.3 A
Output voltage:  .....................................................................................................................  24.0 V DC
Output current: ............................................................................................................................... 0.5 A
Output power:  ............................................................................................................................. 12.0 W
Average active efficiency:  ........................................................................................................... 83.3 %
Efficiency at low load (10%):  ...................................................................................................... 78.0 %
No-load power consumption:  ................................................................................................... ≤ 0.08 W
Ambient conditions:
 Transport / Storage:  .........................................................................  -30 to +70 °C / 0 to 90 % r.H.
 Operation:  ................................................................. 0 to +40 °C / 5 to 80 % r.H. non condensing
 Maximum altitude:  ................................................... 2000 m (at an ambient temperature of 25 °C)
Protection category: .................................................................  IP40 (if cable end protector is inserted)
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SERVO-DRIVE plug-in transformer Z10NA40x*

Supply voltage:  .....................................................................................................................  24.0 V DC
Rated current:  ................................................................................................................................ 2.0 A
Power consumption in standby mode: ............................................................... ≤ 0.15 W (front closed)
Operating mode:  .............................................................................. S3 5 % (max. 10 motions/10 min.)
Emission sound pressure level:  ............................................................................................ < 70 dB(A)
Ambient conditions:
 Transport / Storage:  .........................................................................  -30 to +70 °C / 0 to 90 % r.H.
 Operation:  ................................................................. 0 to +40 °C / 5 to 80 % r.H. non condensing
 Maximum altitude:  ................................................... 2000 m (at an ambient temperature of 25 °C)
Protection category: ........................................................................................................................ IP20

SERVO-DRIVE drive unit for LEGRABOX / MERIVOBOX /TANDEMBOX / MOVENTO / TANDEM 
Z10A3000.03, Z10A3000.50

Input voltage:  ...............................................................................................  100–240 V AC / 50–60 Hz
Input current:  ................................................................................................................................. 2.0 A
Output voltage:  .....................................................................................................................  24.0 V DC
Output current: ............................................................................................................................... 1.0 A
Output power:  ............................................................................................................................. 24.0 W
Average active efficiency:  ........................................................................................................ ≥ 86.4 %
Efficiency at low load (10%):  ................................................................................................... ≥ 77.0 %
No-load power consumption:  ................................................................................................... ≤ 0.10 W
Ambient conditions:
 Transport / Storage:  .........................................................................  -30 to +70 °C / 0 to 90 % r.H.
 Operation:  ................................................................. 0 to +40 °C / 5 to 80 % r.H. non condensing
 Maximum altitude:  ................................................... 4000 m (at an ambient temperature of 25 °C)
Protection category: .................................................................  IP40 (if cable end protector is inserted)



Julius Blum GmbH
6973 Höchst, Austria
Tel.: +43 5578 705-0
Fax: +43 5578 705-44
E-mail: info@blum.com
www.blum.com

Our sites in Austria, Poland and China are certified 
to the international standards mentioned below.
Our site in the USA is certified to ISO 9001.
Our site in Brazil is certified to ISO 9001, ISO 14001 and ISO 45001. 

Blum partners worldwide can be found at: 
www.blum.com/addresses
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